
CURVED CONVEYOR WITH OPEN SURFACE MODULAR BELT

HYGIENIC MWC

OPEN SURFACE
EXTREMELY COMPACT RADIUS 
SPROCKET DRIVE SYSTEM 
LOW MAINTENANCEwww.italconveyors.com



IMPORTANT DIFFERENCES BETWEEN STANDARD PLASTIC MODULAR BELTS AND THE MWC BELT:

• Thanks to its fixed radius, the MWC belt experiences virtually no wear on the inner radius, ensuring long-lasting
performance.

• The curve radius is extremely compact and does not depend on the belt width, unlike common plastic modular belts

• Ultra-Compact Radius Very tight inner radius, perfect for tight production layouts

• No Straight Sections Required Seamless integration into your line without needing entry or exit straights

• Smart Cooling & Safe Design Open structure with small, finger-safe openings (5–6 mm) ensures excellent airflow
while maintaining operator safety

• Built to Last – Built for Hygiene Heavy-duty, long-lasting belt made from blue polyamide, fully compliant with
food safety regulations. Open design allows fast, thorough cleaning — ideal for food processing environments.

• High-Speed Ready  Suitable for high-speed operation. Engineered for smooth, stable operation even at high
throughput rates

• Precision Product Handling Trapezoidal modules and full-width sprocket drive ensure consistent product
positioning and reliable traction across the belt.

• Low Maintenance, No Special Tools Simple construction means fewer stoppages and easy servicing — no special
tools required.

• Quiet and smooth even under demanding speed and load conditions

The curves are available with three different inner radius options:
767 mm, 942 mm, and a special compact version with a 600 mm inner radius.
Standard curves are available in 45°, 90°, and 180° configurations, but custom angles from 35° to 270° are also possible

FEATURES OF THE HYGIENIC MWC CURVE 
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MAIN AVAILABLE BELT WIDTHS IN MM/RADIUS
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INFORMATION REQUIRED TO REQUEST A QUOTE:

Belt width (mm) – see table
Inner radius (mm) – see table
Curve angle – in degrees
Frame material (fully in AISI 304 stainless steel – fully painted RAL) with support legs – yes / no 
If yes, belt height from floor (mm)
Legs mounted on feet or wheels
Belt travel direction (clockwise – counterclockwise)
Gearmotor brand (standard SEW – other brands upon request)
Gearmotor position – internal / external
Belt speed at median radius (m/min)
Indicate if continuous operation or start-stop
Indicate if product may slide on the belt – yes / no
Ambient working temperature (°C)
Side guides needed – yes / no (if yes, specify height)
Openings on outer side panel for internal cleaning access – yes / no
Shaft supports – standard or hygienic type

Specify any additional requirements or information relevant to the offer

PRODUCT DETAILS:

Specify type of product 
Indicate if food-grade or industrial product
Approximate product dimensions: L x W x H (mm)
Total weight of product on the belt (kg)
Product temperature on the belt (°C)
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For any technical or commercial information, feel free to contact us
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