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FOR STRAIGHT RUNNING CHAINS AND FOR NEW FLEX MAG /
NEW FLEX MAG D / NEW FLEX MAG G CHAINS

The sprocket tooth pitch (mm 19,05) is half the pitch of the chain (38,1 mm). Therefore, when a sprocket with an odd number of teeth is used,
the teeth engage the chain only every other revolution. This doubles the life of sprockets.

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

Width Number of teeth DE outside diameter Pitch diameter F plain bore Weight

(mm) (2) (mm) (mm) diameter (mm) kg/m
8.12.005 43.50 15 92.90 93.70 20.0 1.86
8.12.010 43.50 17 104.70 105.47 20.0 2.34
8.12.020 43.50 19 117.10 117.35 20.0 3.05
8.12.030 43.50 21 130.05 129.25 20.0 3.80
8.12.040 43.50 23 142.00 141.20 20.0 4.60
8.12.050 43.50 25 154.20 153.20 20.0 5.40
8.12.060 43.50 27 166.60 165.20 20.0 6.40
8.12.070 43.50 29 179.05 177.25 20.0 7.50
8.12.080 43.50 31 191.25 189.30 20.0 8.70

#,ﬁf

FOR MIGNON / FLEX RXMC / FLEX RXMS/FLEX RXM / FLEX RXM 316 /

hs

FLEX RXMA/FLEX FMC / FLEX FMS / FLEX FMD / FLEX FM / FLEX FMS2 /
FLEX FM2 / FLEX FMA2 / FLEX RXMS G / SUPER G TAB CHAINS

The sprocket tooth pitch (mm 19,05) is half the pitch of the chain (38,1 mm). Therefore, when a sprocket with an odd number of teeth is used,
the teeth engage the chain only every other revolution. This doubles the life of sprockets.

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

Width Number of teeth DE outside diameter Pitch diameter F plain bore Weight

(mm) (2) (mm) (mm) diameter (mm) kg/m
8.12.120 31.0 19 117.10 117.35 20.0 2.20
8.12.130 31.0 21 130.05 129.25 20.0 2.70
8.12.140 31.0 23 142.00 141.20 20.0 3.30
8.12.150 31.0 25 154.20 153.20 20.0 3.90
8.12.160 31.0 27 166.60 165.20 20.0 4.60
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